
 

Resource Environmental Inc. 
6634 Schilling Ave. Long Beach, Ca 90805 
Office: 562.468.7000 Fax: 562.468.0600 

License # 864417 

 

ASBESTOS WORK PLAN 
 

 
PROJECT             STOCKADE COMPLEX HAZMAT 
 
Contractor   Resource Environmental, Inc. 6634 Schilling Ave 
        Long Beach, CA 90805 
        562 468-7000 
         
                                                                 State of California Contractors State License Board 
                                   License No. 864417, Classifications: A, B, C-21, C-22, ASB 

State of California Division of Occupational Safety and Health (DOSH) 
                   Certificate of Registration for Asbestos-Related Work No. 910 

 
Date Prepared:   October 22, 2020 
  
Scope of Work: 
 

Hazardous Material Reports: 
 

 S202 Task 2 & 3 - Pre-Demolition Hazardous Materials Survey Stockade Complex 
 By: Vista Environmental Consulting 
 Project No.: 171091001 
 Date: October 3, 2017 

 
 Asbestos: 
 
 Abatement of the following asbestos materials as identified in above referenced Report: 
 

Material 
 

Stockade Building 4953 
 

White Boiler 
Breeching 
Insulation 

Boiler Room 

4inch-8inch 
pipe/elbow white 
insulation 

Throughout North, South, & East wings. Material is in Crawlspaces, Ceiling Plenums, Wall 
void, and Pipe Chases 

White Tank 
Insulation 

Boiler Room 

9 by 9-inch Brown 
Vinyl Floor Tile 
with Associated 
Mastic 

North Wing- Auditorium 

Black HVAC Base West Wing- Upper Roof 
Gray/Black Roof 
Patch/Penetration 
Mastic 

Throughout North, South, & East Wings- Patches and Penetrations 
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ACCM- <1% 
White/ Gray 
Window Putty 

North, South, & East Wing Windows 

White Fire Door 
Insulation 

South Wing, Lobby-Doors to Exterior and Door to Basement. East Wing, Basement- West 
Door. 

Gray Window 
Frame Sealant 

North, South, & East Wing Window Frame 

ACCM- <1% 
Gray/White 
Window Putty 

West Wing Windows 

Gray/Black 
Patch/ 
Penetration Roof 
Mastic 

West Wing- Roof Patches, Penetration, & Seams 

4-inch OD fitting 
Insulation West Wing- Crawlspace, Mechanical Room, Pipe Chases. Debris on Ground on 1st Floor 

Gray Tape/ 
Sealant, HVAC 
Curb 

East Wing Roof 

ACCM- <1% 
Concrete with 
Associated Paint 
and Skim Coat 
(Tenacious 
Coating) 

Throughout North and South Wing- Concrete Walls, Ceilings, Columns, & Beams. 

ACCM- <1% 
Wallboard with 
Joint Compound 

North Wing – 1st Floor, South Offices 7 Hallways. South Wing – Throughout; East Wing – 
Northwest Rooms 

12 by 12- inch 
Brown Vinyl Floor 
Tile with 
Associated Mastic 

Throughout North, South, and East Wings 

Black/Gray 
Electrical Bow 
Insulator 

North Wing – 2nd Floor HVAC Room; East Wing- Basement, Mechanical Room, Kitchen 

Black Gasket East Wing – Kitchen Exhaust Lights 
White Fiberglass 
Tank Jacketing 

Boiler Room 

Brown Gasket  Boiler Room 
White Toilet 
Gasket 

Restrooms Throughout North, South, & East Wings – Between Toilet and Waste Pipe 

Material Not in Contract - Maintenance Building 4954 
 

White 
Penetration/Seam 
Sealant 

Roof 

Material Generator Building 4955 
 

White/Gray 
Louvre/Seam 
Sealant 

Exterior and Roof 
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Gray/Black Round 
Pipe Gasket 

Interior Pipes 

Black Square 
Generator Gasket 

Interior Generator 

Material Sewage Pump Station Building 4957 
 

Tan/Gray Louvre 
Sealant 

Louvres 

White Putty  Windows 
Material Storage Building 4951 

 
No ACM Detected   

Material Guard Building 4950 
 

Gray Cement 
Panel 

Interior and Exterior 

Gray/Black Mastic Roof 
Gray Louvre 
Sealant 

Louvre 

Gray Window 
Frame Sealant 

Window Frame 

Red/White 
Spotlight Gasket 

Spotlight 

White Wire 
Insulation 

Spotlight 

White Heat Shield Spotlight 
White/Black 
Insulator 

Spotlight 

Material Guard Building 4952 
 

Gray Cement 
Panel 

Interior/Exterior 

Gray/Black Mastic Roof 
Gray Sealant Louvre and Window Frames 
Red/White 
Spotlight Gasket 

Spotlight 

White Wire 
Insulation 

Spotlight 

White Heat Shield Spotlight 
White/Black 
Insulator 

Spotlight 

Material Guard Building 4956 
Cement Panel Interior/Exterior 
Gray/Black Mastic Roof 
Gray Sealant Louvre and Window Frames 
Red/White 
Spotlight Gasket 

Spotlight 

White Wire 
Insulation 

Spotlight 

White Heat Shield Spotlight 
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White/Black 
Insulator 

Spotlight 

 
Construction Schedule:  

October 2020 to January 2021 – Monday thru Friday - 7:00 am to 3:30 pm  
 
1. Introduction 

It is the intent of Resource Environmental, Inc. (RE) to provide quality demolition/hazard abatement 
services while ensuring the protection of personnel at the project site and the integrity of the site and the 
environment.  The work procedures presented in this Project Work Plan are the means by which these 
objectives are to be accomplished.   
 
The following Programs from RE’s Manual of Corporate Policies and Programs is the basis from which 
this Project Work Plan has been developed.  Each of these RE Programs complies with all applicable local, 
state, and federal rules and regulations for asbestos work—in many areas the procedures and practices 
detailed in these Programs are more rigorous than government regulation.    

→ Standard Program for Asbestos Work—Standard Safety, Health and Regulatory 
Compliance Policies and Procedures for Asbestos Work 

→ Respiratory Protection Program for Asbestos Work 
→ Medical Surveillance Program for Asbestos Work 
→ Injury and Illness Prevention Program 
 

2. Regulatory Compliance 
All work shall be performed in strict compliance with the following regulations and standards: 

→ Environmental Protection Agency (EPA) National Emission Standard for Hazardous 
Air Pollutants (NESHAPS; Asbestos, Subparts A and M, codified in Title 40 of the 
Code of Federal Regulations, Part 61 Subpart M. 

→ Environmental Protection Agency (EPA) Asbestos Hazard Emergency Response Act 
(AHERA), codified in Title 40 of the Code of Federal Regulations, Part 763 

→ Federal Occupational Safety and Health Administration (OSHA) Construction and 
General Industry Safety Orders, codified in Title 29 of the Code of Federal 
Regulations, Parts 1910 (29 CFR 1910) and 1926 (29 CFR 1926). 

→ California Occupational Safety and Health Administration (Cal-OSHA) Construction 
and General Industry Safety Orders, codified in Title 8 of the California Code of 
Regulations (8 CCR). 

→ Applicable regulations of the State of California Environmental Protection Agency, 
codified in Titles 22 and 23 of the California Code of Regulations and California 
Health and Safety Code. 

→ Applicable regulations of the Air Quality Management District/ Air Pollution Control 
District. 

→ Abatement Project Specifications (if applicable) 
 
3. Sequencing of Project Related Events for RE: 

3.1. Execute contract/purchase order. 
3.2. Upon receipt of confirmed start date, make required governmental notifications. 
3.3. Deliver project submittals. 
3.4. Secure necessary insurance as required by contract. 
3.5. Attend pre-construction site meeting involving all project stakeholders, proper chain of 

command and communication channels to be established, all contractors and onsite personnel at 
multi-employer worksites to be notified of asbestos abatement work, confirmation of start date. 
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3.6. Upon request, revise project work plan, provide additional pre-construction related submittal 
information. 

3.7. On start date mobilize equipment, supplies, personnel, and waste receptacles to site. 
3.8. Isolate regulated work areas, post warning signs and other required notices/permits. 
3.9. Prepare regulated area containment structures/work areas. 
3.10. Perform pre-abatement inspections of containments. 
3.11. Perform abatement of asbestos materials, package generated debris for transportation and 

disposal. 
3.12. Arrange for clearance testing (if necessary). 
3.13. Remove containment structures/regulated work areas upon meeting clearance criteria. 
3.14. As required, characterize/profile waste streams, prepare waste manifest (hazardous waste 

manifest to be signed by generator/property owner representative), provide for transportation 
and disposal of waste.  

3.15. Demobilize from site. 
3.16. Provide project/contract close-out submittals as required by contract. 

 
4. Key Personnel—Site Project Manager (Victor Reyes 562 565-9351) Site Foreman (Valentin Rosas 562 

455-7548  Jose Garcia 562 677-6915) Site Super Intendent (Benjamin Serrano 562 292-2238) 
 

5. Personal Samples Laboratory—Patriot Lab Services located at 2186 Paragon Dr, San Jose CA 95131  
 

6. Contingency Plan—Should there be a breach in our containment materials (HEPA Vacuums, glue, poly, 
tape) will be readily available to secure damaged area.  

 
7. Agency Notifications 

7.1. Cal-OSHA—In compliance with DOSH Rules, RE shall submit “Temporary Worksite Notification 
for Asbestos-Related Work” to Cal/OSHA Enforcement Unit District Office nearest to worksite. 

7.2. Monterey Bay Unified Air Pollution Control District (MBUAPCD)—In compliance with 
MBUAPCD rules, RE will submit 2-week asbestos notification as the asbestos materials 
scheduled for abatement are regulated by the District. 
 

8. Qualification of Work Crew 
8.1. Asbestos Supervisor/Competent Person (RE Project Foreman): The designated competent person 

shall possess a current EPA approved certification as an Asbestos Contractor Supervisor/OSHA 
Competent Person.  He will be on-site at all times and will act as the competent person for 
occupational health and safety issues.  The supervisor will conduct daily inspections of the work 
areas to ensure that control measures, work practices, personal protective equipment, and 
hygiene facilities are used as prescribed in this document. 

8.2. Asbestos Crew: All RE employees have completed an asbestos worker training course in 
conformance with the requirements of 40 CFR 76, the US EPA AHERA.  Current documentation 
shall be maintained.  A crew of 10-12 is expected to complete scope of work  

8.3. All employees have received medical clearance to wear respirators. 
 

9. Personal Protection Equipment 
9.1. All individuals in the work area will wear a NIOSH/OSHA approved half-mask air purifying 

respirator equipped with HEPA cartridges. 
9.2. Disposable protective clothing will be worn at all times inside the work area.  Protective clothing is 

made of breathable fabric to reduce the potential for worker heat stress.  Workers shall also don 
gloves, hard hats, eye protection and work boots. 

9.3. When Vapor Blasting, crew will wear ear plugs, PAPR Respirators and Protective body shield 
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10. Personal Exposure Monitoring 
10.1. In accordance with OSHA protocol personal exposure monitoring shall be performed daily when 

abatement is in progress by collection of operator breathing zone samples in order to determine 
the adequacy of Personal Protective Equipment. 

 
11. Work Area Preparation 

11.1. Power to be provided by temporary power and or mobile generators. 
11.2. Toilet facilities to be provided. 
11.3. Remove all trash debris inside the buildings, place outside to be disposed as trash into end dumps 

during the demolition. 
11.4. Establish regulated work area by posting required signage and restricting access to work area. 
11.5. For the abatement of exterior asbestos materials nearby surfaces shall be protected with 6-mil poly 

sheeting as necessary to prevent contamination during asbestos removal. 
11.6. A modified two-stage personnel decontamination unit equipped with a hudson sprayer and towels 

for worker cleaning purposes shall be constructed contiguous to each work area.   
11.7. For abatement of interior asbestos materials, openings will be covered with 6 mil poly. Walls will be 

covered with1 layer of 6 mil poly and negative air machines will be installed to maintain a 
negative pressure of -0.02 WC. 

11.8. For abatement of friable asbestos materials a three-stage personal decontamination chamber with 
electric water heater and operational shower shall be constructed contiguous to the work area.  

11.9. A recording manometer will be installed and checked to ensure -0.02 WC. 
11.10. Prior to the start of removal activities, containments/regulated work areas shall be inspected. 

11.11. For work performed outside the protection of a structure, weather conditions are to be monitored—
certain wind speeds, rain, lighting may cause work stoppage. 
 

12. General Procedures for Abatement of Asbestos Containing Materials 
12.1. Equipment to be used for removal shall be operated with the intent to minimize fiber emissions and 

protect adjacent areas from impact.  Work to be performed such that there is no release of 
hazardous materials into surrounding soils, groundwater or outside of each work area. 

12.2. At all times wet methods shall be utilized, with caution not to create waste water. 
12.3. HEPA filter equipped vacuums shall be used for immediate clean-up of debris. 
12.4. Asbestos debris shall be sealed in appropriately labeled, leak-tight containers (double, 6-mil poly 

bags or double, 6-mil wrapping) and removed to secured area or dumpster. 
12.5. Spray encapsulant shall be applied where asbestos materials have been abated. 
12.6. All equipment utilized in the performance of this project shall be decontaminated at such time it is 

removed from the regulated work areas. 
12.7. Upon receipt of satisfactory clearance results from owner’s representative, the work area shall be 

deemed asbestos safe and ready for tear down of containment. 
 
13. Specific Procedures for Abatement of Asbestos Containing Materials Scheduled for Removal as 

Identified in Scope of Work Section Above 
 

Window putty/glazing, window and door frame caulking— 
1. Establish a regulated work area by posting required barrier tape and warning signs at a minimum 

distance of 20 feet beyond the work area restricting access to authorized personnel. Install drop 
floors to extend at least 10 feet where applicable. 2-stage worker decontamination facility to be 
constructed continuous to each work area.  

2. To be removed using wet methods, hand demolition tools. All components containing the materials 
to be removed intact in manageable sections, double wrap in 6 mil poly and properly label. Hand 
scrape remaining residue from components to remain. **Below   

3. Package and label waste, store all waste in labeled, lined, lockable roll top 40 yard containers.  
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4. Dispose of waste as non-friable, non-hazardous asbestos-containing waste. Non-hazardous waste 
manifest is required.  
 

Floor tile and mastic— 
1. Install a full containment, negative air machines to be installed to maintain a negative 

pressure of -0.02 WC, checked and ensured by a recording manometer.  Three-stage 
personal decontamination chamber with operational shower shall be constructed 
continuous to each work area.  

2. Floor tiles and carpet to be removed using wet methods with a combination of tile bars, mini 
bobcats with floor attachment and or the terminator. Floor mastic and glue to be removed 
with a combination of razor scrapers, EPA approved industry standard solvents and or bead 
blasting methods. **Below 

3. Package all wetted waste in clear, asbestos labeled 6 mil waste bags or double wrap in 6 mil 
poly, place generator label in each. Store all waste in labeled, lined, lockable roll top 40 yard 
containers.  

4. Materials removed with hand tile bars. Dispose of waste as non-friable, non-hazardous 
asbestos-containing waste. Non-hazardous waste manifest is required.  

5. Materials removed with mini bobcats with floor attachment and or the terminator. Dispose 
of as friable, hazardous asbestos-containing waste. Hazardous waste manifest is required.  
 

Concrete with Associated Paint and <1% ACCM Skim Coat-  
1. Install a full containment, negative air machines to be installed to maintain a negative 

pressure of -0.02 WC, checked and ensured by a recording manometer.  Three-stage 
personal decontamination chamber with operational shower shall be constructed 
continuous to each work area.  

2. To be removed with a combination of hand demo removal of concrete layer, grinders 
with HEPA vacuum attachment and vapor blasting method. **Below 

3. Package all wetted waste in clear, 6 mil waste bags or double wrap in 6 mil poly. Store 
all waste in labeled, lined, lockable roll top 20 yard containers.  

4. Perform waste stream analysis and dispose of materials accordingly. 
 
Heat Shield/Pipe/Toilet/Generator/ Spotlight/ Brown/ Black Gaskets-  

1. Establish a regulated work area by posting required barrier tape and warning signs at a 
minimum distance of 20 feet beyond the work area restricting access to authorized personnel. 
Install drop floors to extend at least 10 feet where applicable. 2-stage worker decontamination 
facility to be constructed continuous to each work area.  

2. To be removed using wet methods, hand demolition tools. All components containing the 
materials to be removed intact in manageable sections, double wrap in 6 mil poly and properly 
label. Hand scrape remaining residue from components to remain. **Below 

3. Package and label waste, store all waste in labeled, lined, lockable roll top 40 yard containers.  
4. Dispose of waste as non-friable, non-hazardous asbestos-containing waste. Non-hazardous waste 

manifest is required.  
 
Tank Insulation/White Fiberglass Tank Jacketing— 

1. Install a full containment, negative air machines to be installed to maintain a negative 
pressure of -0.02 WC, checked and ensured by a recording manometer.  Three-stage 
personal decontamination chamber with operational shower shall be constructed 
continuous to each work area.  

2. To be removed with hand demo tools, scrapers. ** Below 
3. Package all wetted waste in clear, 6 mil waste bags or double wrap in 6 mil poly. Store 

all waste in labeled, lined, lockable roll top 40 yard containers.  
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4. Dispose of as friable, hazardous asbestos-containing waste. Hazardous waste manifest is 
required.  

 
Pipes with Insulation 
1. Establish a regulated work area by posting required barrier tape and warning signs at a 

minimum distance of 20 feet beyond the work area restricting access to authorized 
personnel. Install drop floors to extend at least 10 feet where applicable. 2-stage worker 
decontamination facility to be constructed continuous to each work area.  

2. To be removed using wrap and cut method. All components containing the materials to be 
wrapped in 2 layers of 6 mil poly. Pipe to be cut at a clean section not containing any 
insulation material. To be removed intact in manageable sections, properly label. **Below 

3. Package and label waste, store all waste in labeled, lined, lockable roll top 40 yard 
containers.  

4. Dispose of as friable, hazardous asbestos-containing waste. Hazardous waste manifest is 
required.  

 
White Fire Door Insulation-  
1. Establish a regulated work area by posting required barrier tape and warning signs at a 

minimum distance of 20 feet beyond the work area restricting access to authorized 
personnel. Install drop floors to extend at least 10 feet where applicable. 2-stage worker 
decontamination facility to be constructed continuous to each work area.  

2. To be removed intact, wrapped in 2 layers of 6 mil poly. Properly label. **Below 
3. Package and label waste, store all waste in labeled, lined, lockable roll top 40 yard 

containers.  
4. Dispose of as friable, hazardous asbestos-containing waste. Hazardous waste manifest is 

required.  
 
<1% ACCM Wallboard with Joint Compound-  

1. Establish a regulated work area by posting required barrier tape and warning signs at a 
minimum distance of 20 feet beyond the work area restricting access to authorized 
personnel. Install drop floors to extend at least 10 feet where applicable. 2-stage worker 
decontamination facility to be constructed continuous to each work area.  

2. To be removed with hand demo tools. ** Below 
3. Package all wetted waste in clear, 6 mil waste bags or double wrap in 6 mil poly. Store 

all waste in labeled, lined, lockable roll top 40 yard containers.  
4. Dispose of as construction debris. Non-Hazardous waste manifest is required.  

 
Cement Panels— 

1. Establish a regulated work area by posting required barrier tape and warning signs at a 
minimum distance of 20 feet beyond the work area restricting access to authorized 
personnel. Install drop floors to extend at least 10 feet where applicable. 2-stage worker 
decontamination facility to be constructed continuous to each work area.  

2. To be removed with intact with hand demo tools. ** Below 
3. Package all wetted waste in clear, 6 mil waste bags or double wrap in 6 mil poly. Store 

all waste in labeled, lined, lockable roll top 40 yard containers.  
4. Dispose of waste as non-friable, non-hazardous asbestos-containing waste. Non-

hazardous waste manifest is required.  
 
**Applies to all materials scheduled for removal.  
1. Equipment to be used for removal shall be operated with the intent to minimize fiber 

emissions and protect adjacent areas from impact.  Work to be performed such that there is 
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no release of hazardous materials into surrounding soils, groundwater or outside of each 
work area. 

2. At all times wet methods shall be utilized, with caution not to create waste water.  Work area 
to be misted with water keeping materials in a moist condition during removal.  Dry 
sweeping of asbestos debris is prohibited. 

3. HEPA filter equipped vacuums shall be used for immediate clean-up of debris. 
4. Spray encapsulant (Fosters 32-60) shall be applied where asbestos materials have been 

abated. 
5. All equipment utilized in the performance of this project shall be decontaminated at such 

time it is removed from the regulated work areas. 
6. Upon receipt of satisfactory clearance results from owner’s representative, the work area 

shall be deemed asbestos safe and ready for tear down of containment. 
 

7. Safe Work Practices/Jobsite 
a.       All RE personnel are trained to comply with the company’s Injury and Illness Prevention 

Program, which addresses the myriad of proper work practices for abatement work, 
preparation/ reaction/management of jobsite emergencies and other Corporate policies 
necessary to safe work practices.  A copy of RE’s Injury and Illness Prevention Program shall be 
kept onsite for review and reference. 

b.       Daily tailgate safety meetings shall be conducted onsite.  Documentation of such meetings 
shall be made available upon request. 

 
8. Transportation and Disposal of Asbestos Regulated Waste to Designated Facility 

a.        Prior to off-site transportation of waste streams, RE shall prepare waste manifesting for each   
waste stream and arrange for manifests to be signed by owner’s representative 

b.        Transportation 
i. Environmental Contractors Transportation Inc (ECTI)  

953 Reece St, San Bernardino CA 92411 
Phone (800) 664.7773 
DTSC Hazardous Waste Transporter Registration No.: 3731 
USDOT 801209 
US EPA Identification No. CAR000049064 
 

c. Designated Facility 
 

Hazardous and Non-Hazardous Asbestos Waste   
i. Recology Hay Road 

6426 Hay Road, Vacaville, CA 95687 
Phone (707) 784-6765 
US EPA Identification No. CAD982042475 
 
RCRA Waste  
US Ecology Nevada 
Hwy 95-11 Miles South of Beatty, Nevada, 89003 
1800 239-3943 
EPA ID Number NVT330010000 
 
NON-RCRA  
WM-Chemical Waste Management Inc 
35251 Old, Skyline Rd, Kettleman City, CA 93239 
559 386-9711 
CAT000646117 
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9. Modifications to this Plan 

a. It is possible that site conditions may require the modification of this plan.  RE reserves the right 
to modify this Project Work Plan, but shall do so only after an amendment to this Project Work 
Plan has been prepared, submitted and approved by the appropriate project stakeholders. 
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LEAD WORK PLAN 
 
 
Project:           STOCKADE COMPLEX HAZMAT 
 
Contractor:                           Resource Environmental, Inc. 6634 Schilling Ave 
        Long Beach, CA 90805 
        562 468-7000 
 
 
 
                                                State of California Contractors State License Board 
            License No. 864417, Classifications: A, B, C-21, C-22, ASB 
                                                         State of California Division of Occupational Safety and Health (DOSH) 
           Certificate of Registration for Asbestos-Related Work No. 910 

 
Date Prepared:           October 22, 2020 
 
 

Hazardous Material Reports:  
                                     

 S202 Task 2 & 3 - Pre-Demolition Hazardous Materials Survey Stockade Complex 
 By: Vista Environmental Consulting  
 Project No.: 171091001 
 Date: October 3, 2017 

Scope of Work: 
 

 Lead: 
 The deteriorated interior and exterior lead pre demolition stabilization work to be completed on 

components as identified in above referenced Report that’s above 1 mg/cm2.: 
 
Resource will perform a TCLP on ceramic tile in above referenced report and determine if flooring can be left 
in place and demolished with the building. 
 
Construction Schedule: 

October 2020 to January 2021 – Monday thru Friday – 7:00 am to 3:30 pm 
 
This plan has been developed to comply with the OSHA Construction Lead Standard, 29 CFR 1926.62 and Cal 
OSHA Title 8 Section 1532.1, as well as applicable local, state and federal rules and regulations for abatement 
of lead-containing materials. 
 
1. Location of Project: 

This job will take place at the facilities located at:  
The buildings at the Stockade Complex in Marina CA. 

 
2. Scope of Work: 

A previous lead inspection of this facility revealed that lead hazards or lead-based paint are present and 
shall be impacted by the following work tasks.  Work tasks shall be performed at interior and exterior of 
Buildings, Scope of work is to stabilize lead containing/based materials utilizing hand tools and scrappers 
in regulated area. Interior skim coat will be removed using a Vapor Blaster  



 

Resource Environmental Inc. 
6634 Schilling Ave. Long Beach, Ca 90805 
Office: 562.468.7000 Fax: 562.468.0600 

License # 864417 

Work Task 
No. 

Description 

1 Install a regulated area using (1) layer of 6 mil poly on floor 
2 Stabilization of loose and flaky paint  
3 Vapor Blast Skim Coat from Interior of Building 
4 Get visual and or wipe sample clearances from 3rd party consultant   
5 Tear down regulated area 

 
3. Trigger Tasks to Be Performed  
 

Manual Demolition Manual Sanding Manual Scraping 
Manual Cutting Power Grinding Power Sanding 
Power Sawing Needle Gunning Abrasive Blasting 
Abrasive Cleanup Torch Burning Torch Cutting 
Welding Brazing Soldering 
Heat Gunning Spray Painting Rivet Busting 
Chemical Removal Cleanup Activities  

 
4. Agency Notification 

4.1 Cal OSHA—In accordance with the Lead Standard in the Construction Safety Orders (Title 8 of 
the California Code of Regulations) Section 1532.1, Resource shall submit a Lead Work Pre-Job 
Notification to the California Division of Occupational Safety and Health. 

4.2 California Department of Health Services—In accordance with Health and Safety Code, Title 17 
CCR Section 36000 (c) Resource shall submit Notification of Lead Abatement (Form 8551) to the 
California Department of Health Services and post a copy of this notification at the job site. 

 
5 Work Description/Control Measures 

Work Task No. 1—Install a regulated area using (1) 6 mil poly on floor 
Work Task No. 2—Stabilize lead containing/based materials utilizing hand tools and scrappers in 
regulated area. Perform waste stream analysis, Lead paint waste shall be properly packaged for disposal. 
Work Task No.3—Remove skim coat using vapor blaster and crushed glass media. Waste will be 
properly packaged and stored into a 20-yard container. Perform waste stream analysis for proper 
disposal 
Work Task No. 3— Get a visual inspection from 3rd party consultant, upon acceptable visual inspection, 
3rd party representative to conduct dust wipe samples for clearance using EPA/HUD criteria 
Work Task No. 4—Remove regulated area. 
 
Controls to be utilized: 

 
Engineering Controls Respiratory Protection 

 Mechanical Exhaust Ventilation  Half-Mask with HEPA (P100) Filters 
 Local Exhaust, HEPA-Filtered  Full-Face with HEPA (P100) Filters 
 HEPA-Filtered Vacuum Cleaners PAPR with HEPA Filters 

Work Practices Airline Respirator 
 Water/Wet Methods Personal Protective Equipment 
 Canvas Tarps/Plastic Sheeting  Regular Disposable Coveralls 
 Containment/Enclosure Body Shield 

Regulated Lead Work Area Shoe Covers 
 Caution Barrier Tape  Protective Gloves 
 OSHA Lead Warning Signs  Safety Glasses 
 Proposition 65 Signs  Hearing Protection 

Personal Hygiene Facilities Lead Waste Handling 
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 Established Decon/Change Areas      Labeled Waste Containers 
 Handwashing/Shower Facilities Absorbed Wastewater 
 Other Controls:  

 
6 Schedule 

This compliance plan will take effect immediately on the start date listed below.  The competent person 
will conduct worksite visual inspections on a daily basis 

 
Task Start Date 

Work Task No. 1  October 2020 to January 2021 
Work Task No. 2 October 2020 to January 2021 
Work Task No. 3 October 2020 to January 2021 
Work Task No. 4  October 2020 to January 2021 
Work Task No. 5 October 2020 to January 2021 

 
7 Equipment and Materials: 

Hand tools, shovels, scrappers, HEPA-vacuum, protective clothing, Half-face respirators, PAPR, body 
shield, cotton work gloves, plastic sheeting, duct tape and cotton rags. 

 
8 Crew 

8.1 Workers—the work will be completed by a crew of approximately 5 workers, which will be 
managed by the competent person.  The field crew is certified by the State of California 
Department of Health Services to perform lead related construction.  Worker documentation 
shall be provided upon request. 

8.2 Competent Person—The Competent Person (Supervisor) is certified by the California 
Department of Health Services as a Project Supervisor.  The Supervisor maintains all training 
certifications and progress reports and is on site at all times acting as the competent person for 
occupational health and safety issues.  Furthermore the Supervisor will conduct daily inspections 
of the work areas to ensure that control measures, work practices, documentation, personal 
protective equipment, and hygiene facilities are used as prescribed in this document. 

 
9 Technology Considered in Meeting the Permissible Exposure Limit: 

The HUD Guidelines for Evaluation and Control of Lead Hazard in Housing and Protecting Workers and 
Their Communities from Lead Hazards: A Guide for Protective Work Practices, published by the Society 
of Occupational and Environmental Health, and other publications were reviewed to determine the 
appropriate engineering controls to be used in this project.  The only specialized equipment that will be 
utilized for this project are HEPA-filtered vacuum cleaners. 

 
10 Respirators: 

Respirator use during other activities, including initial setup (laying down plastic for containment) is not 
necessary, unless other workers nearby (same interior room) are performing activities for which 
respirators are required.  During abatement activities, all workers will wear full face respirators 
equipped with HEPA cartridges. For Vapor Blasting activities, workers will wear PAPR and body shields  

 
11 Protective Clothing 

Disposable protective clothing will be worn at all times inside the work area.  Protective clothing will 
Tyvek suites.  Construction work boots, gloves, and hard-hats shall be worn by crew.  If visibly 
contaminated with dust or paint chips, protective clothing will be vacuumed before it is removed. 
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12 Hygiene Facilities: 

A (2) stage decontamination unit will be set-up adjacent to the work area with hand washing facilities 
consisting of water, soap and towels will be set-up adjacent to decontaminate workers, Dust levels are 
expected to be high with this type of removal. Hands and face will be washed before all breaks and at the 
end of the day. 

 
13 Disposal 

Waste materials shall be bagged and stored in 20 yard container for proper disposal.  Waste 
characterization shall be performed under California Code of Regulations, Title 22 using one or more of 
the following testing procedures as listed in attached Testing Procedures Chart. 

 
 Total Threshold Limit Concentration (TTLC) 
 Soluble Threshold Limit Concentration (STLC)/Waste Extraction Test  
 Toxicity Characteristic Leaching Procedure (TCLP) 
 

Waste shall be disposed of in accordance with testing results. 
 
Designated Facility 
 
RCRA Waste  
US Ecology Nevada 
Hwy 95-11 Miles South of Beatty, Nevada, 89003 
1800 239-3943 
EPA ID Number NVT330010000 
 
NON-RCRA (CA Restricted) Hazardous Waste 
WM-Chemical Waste Management Inc 
35251 Old Skyline Rd, Kettleman City, CA 93239 
559 386-9711 
CAT000646117 

 
14 Air Monitoring: 

Workers shall wear half-face/PAPR respirators.  Twenty-five percent (25%) of the work force will 
conduct personal air monitoring during lead-abatement.  Results will be available twenty-four (48) hours 
after each shift has been completed.  

 
15 Medical Surveillance Program: 

A medical program is already in place for this work crew and complies with the requirements of CFR 29 
Part 1926 Section .62 and Title 8 1532.1.  Worker blood lead levels are measured initially before the 
onset of work, each month for the first 6 months of employment, and every 6 months thereafter.  Worker 
blood increases of 10 ug/dl or greater or any blood level greater than 25 ug/dl will trigger an 
investigation. 

 
16 Training 

All workers dedicated to this project have received at a minimum, Lead Awareness training in accordance 
with the California Department of Health Services.  The Supervisor shall be trained in Certified DHS 
Interim Lead Abatement training. 

 
17 Clearance Criteria 

Clearance criteria shall be based on a visual inspection and wipe clearance by Owner 
Representative.  
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18 Lead Plan Revisions 
If any changes occur, this lead plan will be revised immediately
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UNIVERSAL WASTE WORK PLAN 
 

 
PROJECT             STOCKADE COMPLEX HAZMAT 
 
Contractor   Resource Environmental, Inc. 6634 Schilling Ave 
        Long Beach, CA 90805 
        562 468-7000 
         
                                                                 State of California Contractors State License Board 
                                   License No. 864417, Classifications: A, B, C-21, C-22, ASB 

State of California Division of Occupational Safety and Health (DOSH) 
                   Certificate of Registration for Asbestos-Related Work No. 910 

 
Date Prepared:   October 22, 2020 
  
Scope of Work: 
 

Hazardous Material Reports: 
 

 S202 Task 2 & 3 - Pre-Demolition Hazardous Materials Survey Stockade Complex 
 By: Vista Environmental Consulting 
 Project No.: 171091001 
 Date: October 3, 2017 

 
 Universal Waste: 
 
 Proper removal, disposal and/or recycling of universal waste items as identified in above referenced   
Report: 
 

Material Locations 
Light tubes Buildings: 4951, 4953 
PCB Ballast Buildings: 4951, 4953 
Non-Incandescent Lamps  Buildings: 4957 
Diesel Tank – 400 Gallons Buildings: 4955 
Generator – Waste 
Oil/Lubricants 

Buildings: 4955 

Oil/Lubricants Buildings: 4955 
 
Construction Schedule:  

October 2020 to January 2021 
 
1. Regulatory Compliance 

All work shall be performed in strict compliance with the following regulations and standards: 
→ Federal universal waste regulations as found in Tile 40 of the Code of Federal 

Regulations (CFR) in part 273. 
→ California universal waste rule DTSC control number R-97-08  

(1) Batteries 



 

Resource Environmental Inc. 
6634 Schilling Ave. Long Beach, Ca 90805 
Office: 562.468.7000 Fax: 562.468.0600 

License # 864417 

(2) Thermostats  
(3) Lamps 

 
2. Removal and proper disposal/recycling of all Universal Waste 

2.1. All universal waste will be safely removed, packaged into cubic yard boxes and or 55 gallon drums. 
Thermostats to be packaged into 5 gallon drums. All to be properly labeled for disposal. 

2.2. A bill of lading will be signed by the owner/ owner representative for hauling by (ECTI) 
2.3. NON-PCB Ballast will be packaged into cubic yard boxes and or 55 gallon drums and disposed of at 

Clean Earth, Hayward facility. 
2.4. PCB Ballast will be packaged into 55 gallon drums, properly labeled and disposed of at US Ecology.   

 
3. Safe Work Practices/Jobsite 

3.1.       All RE personnel are trained to comply with the company’s Injury and Illness Prevention 
Program which addresses the myriad of proper work practices for removal and disposal, 
preparation/ reaction/management of jobsite emergencies and other Corporate policies 
necessary to safe work practices.  A copy of RE’s Injury and Illness Prevention Program shall be 
kept onsite for review and reference. 

3.2.       Daily tailgate safety meetings shall be conducted onsite.  Documentation of such meetings shall 
be made available upon request. 

 
4. Transportation and Disposal of Universal Waste to Designated Facility 

4.1.        Prior to off-site transportation of waste streams, RE shall prepare waste manifesting for each   
waste stream and arrange for manifests to be signed by owner’s representative 

4.2.        Transportation 
4.2.1. Environmental Contractors Transportation Inc (ECTI)  

953 Reece St, San Bernardino CA 92411 
Phone (800) 664.7773 
DTSC Hazardous Waste Transporter Registration No.: 3731 
USDOT 801209 
US EPA Identification No. CAR000049064 

 
4.3. Designated Facility 
4.4. Non PCB, Light Tubes, Non-Incandescent Lamps 

4.4.1. Clean Earth 
30677 Huntwood Ave, Hayward CA 94544 
Phone (510) 429-1129 
US EPA Identification No. CAD982411993 

        
4.5. PCB Ballast  

4.5.1. US Ecology  
            Hwy 95-11 Miles South of Beatty 
            Nevada, CA 89003 
            Phone (800) 239-3943 
            US EPA Identification No. NVT330010000 

 
5. Modifications to this Plan 

5.1. It is possible that site conditions may require the modification of this plan.  RE reserves the right to 
modify this Project Work Plan, but shall do so only after an amendment to this Project Work Plan 
has been prepared, submitted and approved by the appropriate project stakeholders. 
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